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Pompton River at Pompton Plains, New Jersey

The first flooding begins in the area of River Road and Harrison Street.

Residences on Pequannock Avenue along the river between Madison and Shady streets become surrounded by water. Businesses along Route 23 north 

begin to flood.

Pequannock Avenue at Roosevelt Street becomes impassable. Route 23 exit ramp at Alexander Avenue becomes impassable.

Pequannock Avenue at Shady Street becomes impassable and blocks Roosevelt and Shady Streets. Oakwood at Shady Street becomes impassble. The 

first evacuations begin. Flooding occurs on West View Road and the Lower Riverview community areas of Wayne.

Route 23, North and South, is impassable and closed.

Widespread flooding occurs in low lying areas of Wayne, Pequannock and Pompton Lakes.

Village section of Pompton Plains begins to flood.

Flooding occurs across a large area from Jackson Avenue on the north and Riverside Drive on the south between the railroad tracks and the river.

Water spreads west of the railroad tracks by going underneath them.

Portions of the railroad tracks are flooded.

Flooding spreads west to near the Newark-Pompton Turnpike.

Latitude: Longitude:
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40°58'11" or 40.969722° N

Flood Impacts

74°16'55" or 74.281944° W

Passaic Passaic Passaic

Period of Record (used in flood frequency) Outside Period of Record (not used in flood frequency)

9/1/1964 to Present 10/10/1903 to 8/31/1964 
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Gauge Stage Changes
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